
FEATURES
Rails
 • Two pairs of black powder coated, universal 19" 3/8"sq.   
  (M6) mounting rails with RMU markings; choose 
  #10-32 rails at no additional charge! 
 •	Infinitely	adjustable	from	front	to	rear
 •	Designed	with	a	Flexible	Mounting	Profile	(FMP),	a		 	
  series of holes along each rail that falls outside of the   
	 	 mounting	profile;	allows	mounting	of	power	strips,	cable		
  management, patch panels, etc.
 • Lacing points and cut outs for cable management 
POWER & GROUNDING
 • PDU mounting brackets that allow button mounting of 
	 	 major	industry	PDUs
 • Optional zero RMU mounting brackets allow vertical   
  mounting of 19" power strips 
 • Optional copper bus bars install to the FMP; grounding   
  kits include quick disconnect wires
CABLE MANAGEMENT
 • 30"W Enclosures for networking and dense cable   
  applications
 • Knockouts along the top and rear side of the enclosures
Optional accessories include:
 • Vertical cable troughs (3"W x 3"D) 
 • Optional vertical and horizontal lacing bars
 • 19" cable organizers 
 • Overhead cable accessories, including troughs and 
  ladder rack brackets
 • External cable managers, or “side cars”
COOLING
 •	Standard	mesh	contour	doors	for	airflow
 •	Optional	filler	panels	and	brush	grommet	kits	to	prevent	
	 	 bypass	airflow	within	the	enclosure
 •	Can	be	configured	for	deployment	in	multiple	data	
  center environments: hot aisle/cold aisle, aisle 
  containment, localized containment, closed-loop water   
  cooling, etc.
 •	Choose	from	optional	chimneys	and	air	managers
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Part No. H W D RMU
GL910ES-3048MS1 91" 30" 48" 48 
GL910ES-2448MS1 91" 24" 48" 48
GL910ES-3042MS1 91" 30" 42" 48
GL910ES-2442MS1 91" 24" 42" 48
GL840ES-3048MS 84" 30" 48" 44
GL840ES-2448MS 84" 24" 48" 44
GL840ES-3042MS 84" 30" 42" 44
GL840ES-2442MS 84" 24" 42" 44
GL790ES-3048MS1 79" 30" 48" 42
GL790ES-2448MS1 79" 24" 48" 42
GL790ES-3042MS1 79" 30" 42" 42
GL790ES-2442MS1 79" 24" 42" 42
GL480ES-2442MS 48" 24" 42" 24
 

1 Please call for availability; these sizes are not OSPHD approved  

*	 Standard	enclosure	configurations	are	assembled	to	the	customer’s	specifications	and	shipped	within	24-48	hours		
	 after	receipt	of	order;		(91"H	enclosures	are	excluded	from	this	shipping	policy)
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TOP PANEL OPENING (273 sq. in.)
SOLID, VENTED, OR WITH EXHAUST

FANS UP TO 1100 CFM

TOP REAR KNOCKOUT
FOR CABLE ACCESS (112 sq. in.)
OR CHIMNEY EXHAUST
112 sq. in. (42"D)
162 sq. in. (48"D)

PAIR OF SOLID
LIFT OFF SIDE PANELS

w/LOCK AND FINGER
RELEASE LATCHES

REAR CABLE PASS THRU
CABINET TO CABINET
w/OPTIONAL BRUSH GROMMET
(Qty-2, 78"H & 84"H; Qty-1, 48"H)
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3/8" SQUARE MTG.
HOLES 19" EIA 

310-D COMPLIANT

INDEPENDENT MOUNTING LOCATIONS FOR LADDER
RACK BRACKETS OR TOP MOUNTED CABLE TROUGHS

MESH CONTOUR DOORS
FRONT AND REAR w/EASY
LATCH LOCKING HANDLES

LIFT OFF & FIELD REVERSIBLE

OPTIONAL LEVELING GLIDES 
1/2"-13 UNC THREADED HOLES

OPTIONAL CASTER MOUNTING LOCATIONS

Ø0.75" FLOOR MOUNTING HOLE

REAR BOTTOM CABLE
ACCESS AREA
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UNIVERSAL PDU BRACKETS
2 PAIR INCLUDED

SPECIFICATIONS:
 
RACK SPACES : 19" EIA 310-E COMPLIANT - SEE CHART
 
WEIGHT CAPACITY : 2000 lbs. (BOLTED TO FLOOR, LEVELERS, OR ON CASTERS.)
 
COLOR : DURABLE TEXTURED BLACK POWDER COATING
 
CERTIFICATIONS : UL60950-1 AND UL2416 STANDARD FOR 

I.T. & COMMUNICATIONS EQUIPMENT. 
CONSTRUCTION : 2 PAIR MOUNTING RAILS ,  #12 GA. C.R.S.
                                FULLY WELDED FRAME, #14 & #12 GA. C.R.S.
                                DOORS, SIDE PANELS, TOP PANEL, #16 C.R.S.
 
HARDWARE : PACKAGE OF QTY-50; M6 SCREWS AND CAGE NUTS, INCLUDED.

WESTERN 
DISTRIBUTION
4750 Joule Street
Reno, NV 89502
Phone: 775.829.9913
Fax: 775.829.9926
glcc@greatcabinets.com

GREAT LAKES 
MANUFACTURING, INC.
1521 Enterprise Road
Corry,	PA	16407
Phone: 814.734.2436
Fax: 814.665.7025
glm@greatmanufacturing.net

GREAT LAKES 
INTERNATIONAL LTD.
Aerbridge	House,	Unit	14
Dunshaughlin Business Park
Dunshaughlin Co. Meath
Ireland
Phone: 011 353 1 825 8777 
Fax: 011 353 1 825 8778
glcc@greatcabinets.com

GREAT LAKES
HUNGARY KFT 
Zsurló utca 13 
8000 Székesfehérvár
Hungary
Phone: 011 36 22 880 420 
Fax: 011 36 22 880 429
glcc@greatcabinets.com

CORPORATE 
HEADQUARTERS
P.O. Box 551
Edinboro,	PA	16412
1.866.TRY.GLCC 
(1.866.879.4522) 
Phone: 814.734.7303
Fax: 814.734.3907
glcc@greatcabinets.com 

SOUTHEAST
DISTRIBUTION 
3630 Shaw Blvd.
Suite 4, Naples, FL. 34117 
Phone: 1.866.TRY.GLCC
Fax: 239.304.1226
glcc@greatcabinets.com

WeRackYourWorld.com

COMPLETE ENCLOSURE CONFIGURATIONS INCLUDE:
• Frame with two pairs of 3/8" sq. (M6) rails
• One	set	of	4	adjustable	levelers
• Solid Top Panel

• Front and Rear Contour Mesh doors with locking handle
• Pair of Solid Lift-off side Panels
• Stock	color:	Black	or	Advantage	White


