
PLENAFILL ® 19” Wide Scalable Blanking Panels 

 PF - 27U - 10  (pack of ten 27U black panels = 270 rack units)
 PF - 27U - W10  (pack of ten 27U white panels = 270 rack units)

Order attachment rivets or thumb screws according to EIA rail type

PF-TOOL 
Rivet remover for 
PF-BR rivets

PF-PUNCH 
19” PlenaFill chad remover

PF-111-4 
Rivet remover for 
PF-RR rivets

Natural 10/32 Threaded Thumb Screw
(for 10/32 threaded EIA mounting rails)
PF - TR  pack of 50
PF - TR100  pack of 100

Natural Round Hole Snap Rivet
(for 1/4” diameter non-threaded EIA rails)
PF - RR   pack of 50
PF - RR100  pack of 100

Black Snap Rivet
(for square hole EAI mounting rails)
PF - BR   pack of 50
PF - BR100  pack of 100

Black 10/32 Push Pin Rivet
(for 10/32 threaded EIA mounting rails)
PF - PR32 pack of 50
PF - PR32100  pack of 100

Black 12/24 Push Pin Rivet
(for 12/24 threaded EIA mounting rails)
PF - PR24 pack of 50
PF - PR24100  pack of 100

Distribution Center: (636)-537-0007CompuSpace LC   717 G Crown Industrial Court Chesterfield, MO  63005

www.plenaform.com

email: sales@compuspace-usa.com
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Panel width 19-1/4” (488.95 mm)

Mounting holes 18-5/16” (465.14 mm)

Black 10/32 Threaded Thumb Screw
(for 10/32 threaded EIA mounting rails)
PF - TRB  pack of 50
PF - TRB100 pack of 100
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Center mounting hole

PF - 12U - 19      (pack of twelve 12U black panels = 144 rack units)

Panel width 19-1/4” (488.95 mm)
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Mounting holes 18-5/16” (465.14 mm)
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Mounting holes in all four corners
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NEW

 • Blanking panels are perforated in 1U increments 
 • No cage nuts or assembly required
 • No air gaps between U’s
 • Non-conductive, Non-Hygroscopic, Inert
 • Thin enough to fit behind face plates
 • Particulate Free

Stops server exhaust air recirculation in unused rack space quickly and easily


